55" INSIDE DIAMETER REINFORCED RUBBER HOSE

TREE TRUNK STAKE

SINGLE STRAND GALVANIZED
WIRE CARRIED THROUGH HOSE

AW

135" MIN WIND SINGLE STRAND WIRE
TWO FULL TURNS ARQOUND
NOTCH IN STAKE

TURN END DOWN AGAINST STAKE
AFTER WINDING

SINGLE STRAND 14 GAUGE, GALVANIZED, WIRE FASTENER - TYPE A

%" INSIDE DIAMETER REINFORCED RUBBER HOSE
/ TREE TRUNK STAKE

DOUBLE STRAND WIRE
CARRIED THROUGH HOSE

WIND DOUBLE STRAND WIRE
TWO FULL TURNS AROUND

NOTCH IN STAKE
2" MIN

TURN END DOWN AGAINST STAKE
AFTER WINDING

DOUBLE STRAND 14 GAUGE, GALVANIZED, WIRE FASTENER - TYPE B

%" INSIDE DIAMETER REINFORCED RUBBER HOSE
TREE TRUNK /— EARTH ANCHORS
AS APPROVED
Y TH
DOUBLE STRAND WIRE 5 £

ENGINEER
CARRIED THROUGH HOSE

ATTACH TO ANCHOR J é

PER MANUFACTURER'S
2" MIN DIRECTIONS

\\

DOUBLE STRAND 12 GAUGE, GALVANIZED, WIRE FASTENER - TYPE C
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